
PC Cable World product specifications are subject to change without notice, but are accurate at the time of printing. Please contact a 
sales representative for current specs. Please note that all physical specifications are nominal.

© PC Cable World. All rights reserved.

www.pccableworld.com

SC-SC MM DUPLEX 50/125 OM5 FIBER OPTIC CABLE

FEATURES
•	 SC-SC OM5 Multi-Mode Duplex Cable 50/125µm
•	 Complies with TIA/EIA 455-220A and IEC 60793-1-49 standards
•	 Backward compatible with OM4 and OM3 fiber types
•	 Effective Modal Bandwidth (EMB) of 4700 MHz·km at 850nm and 2470 MHz·km at 953nm
•	 Supports OFL Modal Bandwidth of 3500 MHz·km at 850nm, 1850 MHz·km at 953nm, and 500 MHz·km at 1300nm
•	 Supports 10G transmission up to 550 meters and 40G/100G up to 150 meters
•	 Compatible with Short-Wavelength Division Multiplexing (SWDM) and Wideband Multimode Fiber (WBMMF) for longer transmission distances and 

200G/400G capabilities
•	 Provides 40G/100G transmission up to 450 meters with SWDM technology
•	 LSZH/OFNR dual-rated for safe installation in risers between building floors
•	 Compact SC connector for high-density network applications
•	 Works with LED and VCSEL laser light sources
•	 Compatible with LED-based 50/125 multimode fiber systems
•	 Each cable package includes a quality check report
•	 UL listed

SKUS SC-SC503LG
SC-SC506LG
SC-SC510LG
SC-SC515LG

(3’)
(6’)
(10’)
(15’)

SC-SC525LG
SC-SC533LG
SC-SC550LG

(25’)
(33’)
(50’)

CABLE LENGTH AND TOLERANCE
CABLE LENGTH<1M 5cm

1M≤CABLE LENGTH<10M 10cm

CABLE LENGTH≥10M Cable Length*1%

MATERIALS

CABLE OD: 2.0mm, Multimode 50/125, Corning® ClearCurve® 
fiber, OM5, Duplex Cable, Colour: Lime Green

CONNECTOR SC Duplex Male Connector

JACKET Low Smoke Zero Halogen (LSZH) & Riser (OFNR) 
Dual-rated

SPECIFICATIONS

INSERTION LOSS ≤ 0.3 dB

RETURN LOSS ≥ 35 dB

TIA/EIA 455-220A | IEC 60793-1-49 | UL LISTED | ROHS COMPLIANT

OPERATION TEMPERATURE -20 — +70 Degrees Celsius


